
Gimmi® –  
Grip & Precision 

Gimmi® Cernicalo – 
Needleholder for 

top-class suturing
 



Up to 6 jaw patterns
TC inlays

Gimmi® Cernicalo Needleholder –
top-class suturing with  
strong grip & precision

The Cernicalo line provides a wide range of possibilities 
due to available models as a one-piece, two-part and 
three-part version, to satisfy the need of surgeons and  
guarantees high level of hygiene. 

The variety and combination possibilities of different  
handles, jaws, diameters and lengths ensures suitability for 
standard surgeries, as well as bariatric and pediatric  
interventions – detailed information concerning the varieties  
and combinations are shown in the following pages.

Gimmi’s new Cernicalo needle holder line offers multiple  
possibilities for laparoscopic procedures with optimized  
cleaning properties.

What makes the Cernicalo Line special, is the harmony of 
lightweight materials for precisely balanced handling, 
ergonomic black coated aluminium handle for high working 
comfort while still ensuring optimal force transmission  
as well as secure grasping and holding of the needle during  
the procedure.
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Key Features

•	 Lightweight aluminium handle*
•	 Modular system for cost optimization
•	 Tungsten Carbide inlays for better needle grip
•	 Fits into Gimmi® Ø 3 mm and Ø 5.5 mm  

trocar line
•	 Optimal ratchet with precise locking system
•	 Axial or angled pistol handle to fit  

surgeon’s preference
•	 Length and diameter for standard, bariatric or 

pediatric version available
•	 Matted surface 
•	 Steam autoclavable 132°C, 5 min

Ergonomic lightweight handle
Axial or Pistol

Luer Lock for 
easy and effective cleaning

Available as
Integral, 2- or 3-part

Instrument

3 lengths: 220, 330 and 450 mm
2 diameters: 3 or 5 mm

Pistol handle

* stronger and heavier stainless-steel versions are available in addition for  
   Cernicalo II & III.

Axial handle
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Ø 3 mm, Integral Instrument

Jaw Length With axial handle With pistol handle

220 mm
330 mm

S.1319.20
S.1319.30

S.2319.20 
S.2319.30

TC Straight

220 mm
330 mm

S.1319.21
S.1319.31

S.2319.21 
S.2319.31

TC Left

220 mm
330 mm

S.1319.22
S.1319.32

S.2319.22
S.2319.32

TC Right

 

Ø 5 mm, Integral Instrument

Jaw Length With axial handle With pistol handle

330 mm
450 mm

S.1519.30
S.1519.40 

S.2519.30
S.2519.40

TC Straight

330 mm
450 mm

S.1519.31 
S.1519.41

S.2519.31 
S.2519.41

TC Left

330 mm
450 mm

S.1519.32
S.1519.42

S.2519.32
S.2519.42 

TC Right

330 mm
450 mm

S.1519.33
S.1519.43

S.2519.33
S.2519.43

Self-Aligning

330 mm
450 mm

S.1519.34 
S.1519.44 

S.2519.34 
S.2519.44

TC 1x2 Teeth

330 mm
450 mm

S.1519.35
S.1519.45

S.2519.35
S.2519.45

Serrated

 

Cernicalo I – The Integral Version
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Ø 3 mm, 2-Part Set

Jaw Length With axial handle With pistol handle

220 mm
330 mm

S.1329.20
S.1329.30 

S.2329.20 
S.2329.30

TC Straight

220 mm
330 mm

S.1329.21 
S.1329.31

S.2329.21 
S.2329.31

TC Left

220 mm
330 mm

S.1329.22 
S.1329.32

S.2329.22
S.2329.32

TC Right

 

Ø 5 mm, 2-Part Set

Jaw Length With axial handle With pistol handle

330 mm
450 mm

S.1529.30
S.1529.40 

S.2529.30
S.2529.40

TC Straight

330 mm
450 mm

S.1529.31 
S.1529.41

S.2529.31 
S.2529.41

TC Left

330 mm
450 mm

S.1529.32
S.1529.42

S.2529.32
S.2529.42 

TC Right

330 mm
450 mm

S.1529.33
S.1529.43

S.2529.33
S.2529.43

Self-Aligning

330 mm
450 mm

S.1529.34 
S.1529.44 

S.2529.34 
S.2529.44

TC 1x2 Teeth

330 mm
450 mm

S.1529.35
S.1529.45

S.2529.35
S.2529.45

Serrated

 

Cernicalo II – The 2-Part Version

Assembly 
Instructions
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Ø 5 mm, 3-Part Set

Jaw Length With axial handle With pistol handle

330 mm
450 mm

S.1539.30
S.1539.40 

S.2539.30
S.2539.40

TC Straight

330 mm
450 mm

S.1539.31 
S.1539.41

S.2539.31 
S.2539.41

TC Left

330 mm
450 mm

S.1539.32
S.1539.42

S.2539.32
S.2539.42 

TC Right

330 mm
450 mm

S.1539.33
S.1539.43

S.2539.33
S.2539.43

Self-Aligning

330 mm
450 mm

S.1539.34 
S.1539.44 

S.2539.34 
S.2539.44

TC 1x2 Teeth

330 mm
450 mm

S.1539.35
S.1539.45

S.2539.35
S.2539.45

Serrated

 

Cernicalo III – The Modular Version

Step 1 Step 2

Assembly 
Instructions
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Inserts 330 mm, 
Ø 5 mm

Inserts 450 mm,
Ø 5 mm

Build Your Cernicalo – II or III

Axial handle
S.1509.20

Ø 5 mm sheath for inserts with 330 mm: S.0539.03
Ø 5 mm sheath for inserts with 450 mm: S.0539.04

Pistol handle
S.2509.20

Heavy duty handle
S.1509.21

Cernicalo II Cernicalo III

TC Straight 
S.0539.30

TC Straight 
S.0539.40

TC Left
S.0539.31

TC Left
S.0539.41

TC Right
S.0539.32

TC Right
S.0539.42

Self-Aligning
S.0539.33

Self-Aligning
S.0539.43

TC 1x2 Teeth
S.0539.34

TC 1x2 Teeth
S.0539.44

Serrated
S.0539.35

Serrated
S.0539.45

Ø 3 or Ø 5 mm sheath with jaw.

TC Straight
220 mm: S.0329.20
330 mm: S.0329.30

Ø 3 mm

330 mm: S.0529.30
450 mm: S.0529.40 

Ø 5 mm 

TC Left
220 mm: S.0329.21 
330 mm: S.0329.31

330 mm S.0529.31  
450 mm: S.0529.41

TC Right
220 mm: S.0329.22  
330 mm: S.0329.32

330 mm: S.0529.32  
450 mm: S.0529.42

Self-Aligning
220 mm: –  
330 mm: –

330 mm: S.0529.33  
450 mm: S.0529.43

TC 1x2 Teeth
220 mm: –
330 mm: –

330 mm: S.0529.34   
450 mm: S.0529.44 

Serrated
220 mm: –
330 mm: –

330 mm: S.0529.35  
450 mm: S.0529.45
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You can find us on:


