AlphaPurgator

Suction/Irrigation Unit for Laparoscopy

+ Suction and irrigation up to 3 |/min

+  CF classified

« Simple and economical operating
concept

+ The standby function minimizes the
noise level in the OR

- Irrigation connection

- Suction connection

Description

Gimmi's AlphaPurgator offers the user a special standby
function to minimize the noise level in the OR. After reaching
the required pressure and vacuum values, the silenced pumps
are switched off electronically. The result is a pleasant silence in
the OR without any limitation of the performance data.

Inexpensive special filters constantly ensure sterile conditions
(for the protection of the patient) and also protect the pump
against contamination. Reusable standard silicone tubes
guarantee low operating costs. And of course disposable tubing
sets can be used as well.

The AlphaPurgator is equipped with a rugged two liter - optionally
four liter - suction vessel made of sturdy polycarbonate with
integrated overflow protection. The secretion suction vessel was
designed to work with secretion collection bags - optional
without a system change. Special filters ensure optimally sterile
conditions. Suction and irrigation power can be controlled
directly by using the handinstruments by the use of disposable
and reusable instruments.
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Technical data Ordering data
Line voltage 230 Vac T.5400.00 AlphaPurgator
Maximum power 140 VA
consumption Including AlphaPurgator unit with mains cable
Rinsing performance Up to 3 I/min T.5400.20 Set of silicon tube* for suction/irrigation,
(depending on the instruments and single-use, 1 pc.
tubings used) T.5100.40 II Set of silicon tube* for suction/irrigation,
Aspiration Up to approx. 3 I/min reusable, 2 pcs.
performance (depending on the instruments and T.5200.16 Secretion bottle* plastic, 2 |, complete
(liquids) tubings used) T.5200.15 Bottle holders* for 1and 2 | secretion bottle
Aspiration > 20 I/min short term T.5200.35 Mounting set* for bottle holder
performance with 2 liter secretion bottle T.5200.40 Hydrophobic sterile filters* with
(gas) approx. 8 I/min permanent LL-connectors at both ends, 2 pcs**.
Pressure in rinsing  0.3-0.5 bar overpressure T.5130.XX Puncture tube* for bottle

bottle

Vacuum in secretion 0.5-0.7 bar vacuum

Optional accessories

receptacle

Weight Approx. 7.6 kg (w/o bottle holder) T.5130.97 Puncture tube*, 190 mm

Dimension 340 x 140 x 340 mm (W x H x D) T.5130.98 Puncture tube* for 0.5 | bottle, 160 mm
Technical data are subject to change without notice. T.5130.99 Puncture tube* for 1.0 | bottle, 235 mm

* Original product distributed by Gimmi®
** 2 pes. of this tube are included as standard with the delivery. If this tube is reordered,
50 pieces will be delivered.

Optional accessories details can be found from page 59.
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